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1. A RECTANGULAR VAULT IS REQD WHERE TELEMETRY
OR_ELECTRICAL EQUIPMENT IS ANTICIPATED INSIDE

WHEN INSTALLING AN

10' SQ CONC SLAB
FOR 90"¢ MH
8" SQ CONC SLAB
FOR 72°¢ MH

90° MJ BEND

8" OR SMALLER PRV

ON A 20" OR SMALLER MAIN, PIPING SHALL
BE THE SAME SIZE AS THE PRV.

(LARGER SIZE CONDUITS AND PRVs
REQUIRE APPROVAL OF LINE SIZE)

THE VAULT.
2. ACCESS STAIRS WITH DOOR OUTSIDE OF PAVEMENT MAY
BE REQD ON STREETS WITH HEAVY TRAFFIC.
3. FOR CROSS SECTION VIEW, SEE CROSS SECTION SHEET 44. DENVER WATER
4. DO NOT PLACE SUMP DIRECTLY UNDER MH. Prone S0 000 Teia. Mo Soa o 6851
5. THIS MH IS SUTABLE FOR CHECK VALVE INSTALLATIONS. PRESSURE REGULATING VALVE
6. PIPING FOR PRV AND CHECK VALVE INSTALLATIONS MANHOLE INSTALLATION
SHALL BE DI. TYPICAL PLAN
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